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INCENDIARY GRENADE
Hand grenade

BRZ is designed for a special military and police units applications, in setting fire to technical and military
equipment, light bunkers and storage made of wood and earth. Also is applicable in destroying enemy, situated in
small and easy flammable bunkers and shelters.

DESCRIPTION

Body of the grenade is cylindrical, made of steel, loaded with flammable, termite
mixture.

OPERATION

Hold grenade firmly keeping EOT handle pressed against the hand, and pull out
safety ring. At this moment, mechanical igniter is released, which, after throwing
activate delay igniter. After delay time of 2,5 to 3,5 seconds, body of the grenade
starts to burn releasing heat from termite mixture, which can burn 5mm plate.

Y HAND GRENAY

BRZ-M90

SPECIFICATIONS

+ Diameter: 60 mm

« Height: 15T mm

« Mass of the grenade: 670+t5¢g

« Mass of termite mixture: 5309

+ Igniter: mechanical

« Delay time: 3.0£05s

« Activation: by hand

« Time of burning: 25s

+ Burning heat: 2475K

« Shelf life: 5 years

- Transport packing: waterproof carton box
+ Inner packing: PE bag

+ Dimensions of box: 310 x 384 x 64 mm
« Number of units in the box: 12

+ Gross weight of transport packing: 21 kg

UN 0431

Class 1.4 G
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